HS-AM Magnets - Pole Piece
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Part No. Diameter Thread
HS-AM020 0.8in 1/4”-28 UNF Male
HS-AMO0O01 1in 1/4”-28 UNF Male
HS-AM002 1in M6 Male
HS-AMO003 1in M8 Male
HS-AM004 1in 10-32 UNF Male
HS-AM026 1in 1/2” UNC Q-Fit Male
HS-AMO005 1in Q-Fit Male
HS-AMO010 1in M5 Female
HS-AMO011 1in M6 Female
HS-AM012 1in 1/4”-28 UNF Female
HS-AMO013 1in M8 Female

/'\

Hansford Sensors

Excellence in Vibration Monitoring
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We manufacture a range of accessories for
use with our comprehensive series of industrial
accelerometers to achieve a secure surface fit.

Pole Piece Pot Magnets provide a secure,
semi-permanent point of connection to a curved
surface and all have an operating temperature
range up to 120°C.
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HS-AM Magnets - Pole Piece

Part No. Diameter  Thread Pull Strength  Height

HS-AMO055 1in M8 x 1.25 Male 40lbs 0.7in
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HS-AM Magnets - Pole Piece

Diameter  Thread Pull Strength

HS-AM05-M8  1.4in M8 Female 23kg
HS-AM049 1.4in M8 Male 51lbs
51lbs

HS-AMO058 1.4in 1/4”-28 UNF Female
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